


VD4E100

Pag. 1
For more information, pls. visit our web site: www.salami.it

DIRECTIONAL CONTROL VALVE
SECTIONAL TYPE

GENERAL FEATURES
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4/3 Directional Control Valve
5-chambers model with good spool guidance
Parallel connection (adding more working sections)
Cast-iron body (inlet/outlet and working sections)
Inlet port with Venting Valve
Main Relief Valve (direct operated or pilot operated)
Check valve on inlet port (optional)
Auxiliary inlet port (P2) for second pump with combining flows (optional)
Direct operation with wet pin solenoid
Coils can be changed without having to open the pressure-tight chamber
Manual override, optional
Open Center and Closed Center spool types

TECHNICAL DATA

WORKING CONDITIONS

Hydraulic fluid

Viscosity

viscosity range 10…100 cSt

Temperature

fluid range temperature -20 … 80 °C (-4…176 °F) NBR Seals

suggested range 30 … 60 °C (86…140 °F) NBR Seals

ambient temperature range -30 … 50 °C (-22…122 °F)

Fluid contamination

nominal filtration 15 �m

absolute filtration rating �12�15 � 75 ISO 4572

maximum contamination level NAS 1683: class 9 ISO 4406:1999 20/18/15

mineral oil according to DIN 51524

E0.35.0409.02.00

Nominal Flow Q 70 l/min ( 22.5 gpm US )

Max. Flow * 100 l/min ( 26.5 gpm US )

Max. pressure ports P1/P2 250 bar ( 3600 PSI )

ports A/B 250 bar ( 3600 PSI )

port T 25 bar ( 360 PSI )

Voltage: 12V / 24V dc

Coil Power 45W * at 20°C

Protection Index with connector IP65

HEAVY DUTY: 100%

Connector DIN 43650

HYDRAULICS DATA

SOLENOID DATA

* some spool could reduce max. flow rate and/or require more coil power (60W)
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